Vering voor Ligfietsen(onderzoek)

Achtervering:

Veer met oliedemper
Luchtveer (speciaal pompje nodig!)
Luchtveer met instelbare oliedemper
Elastomeer (rubberblok)

Elastomeer vind je vaak terug op de originele kantelknik-flevobike en andere klassiekers, en sommige sinners. Voordeel is de lage prijs, nadeel is het gebrek aan demping.

BOSS

	Technical specs: 
SPRING
Cr-Si Spring with rates from 80 to 120 N/mm
DAMPING
Oil Damping via piston and shims; De Carbon system
ADJUSTMENT
External Rebound and Spring Preload Adjustment
SHAFT PISTON
Steel Alloy, Hard Chromed
EYELET
Aluminium with uniball joint
BODY
Aluminium with DU sliding bushing
EYE TO EYE LENGTH
TRAVEL
170.5mm - 6.7in
40mm - 1.57in
190.5mm - 7.5in
50mm - 1.96in
200.5mm - 7.9in
50mm - 1.96in
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Boss VR
	Technical specs: 
SPRING
Cr-Si Spring with rates from 80 to 120 N/mm
DAMPING
Oil Damping via piston and shims; Piggy Back System
ADJUSTMENT
External Compression, Rebound and Spring Preload Adjustment
SHAFT PISTON
Steel Alloy, Hard Chromed
EYELET
Aluminium with uniball joint
BODY
Aluminium with DU sliding bushing
EYE TO EYE LENGTH
TRAVEL
190.5mm - 7.5in
50mm - 1.96in
200.5mm - 7.9in
50mm - 2.16in
210mm - 8.27in
60mm - 2.36in
216mm - 8.5in
62.75mm - 2.74in
222.5mm - 8.76
66mm - 2.6in
241.5mm - 9.5in
76mm - 3in
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Prijzen via de mail opgevraagd
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With Metel, we've set out to prove that freeride and downhill components don't have to be stripped of features or lacking durability to be affordable. Metel uses the same oversized body and steel damper shaft as our Swinger coil shocks. Building on that solid foundation of durability, we've added the performance and adjustability of our new Platform Plus damping system. 
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Specifications:
- Damping:
Platform Plus
- Adjustments:
Preload, Rebound and Platform
- Damper shaft:
Steel
- Bushings:
Steel/Teflon
- Package:
Piggy Back
- Configurations:
165 x 38 mm (6.5" x 1.5")
190 x 50mm (7.5" x 2")
200 x 50mm (7.875" x 2")
222 x 70mm (8.75 x 2.75")
230 x 70mm (9" x 2.75")
240 x 76mm (9.5 x 3.0") 
- Weight:
500 g
 
Recommended price:
See pricelists
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	Metel RP 240
	€ 269 

	Metel RP 230
	€ 269 

	Metel RP 222
	€ 269 

	Metel RP 200
	€ 269 

	Metel RP 190
	€ 269 

	Metel RP 165
	€ 269 
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	Specifications:
- Damping:
SPV 4-Way
- Adjustments:
Preload, Rebound, SPV Platform Pressure and SPV Volume
- Damper shaft:
Steel
- Bushings:
Steel/Teflon
- Package:
Piggy Back
- Configurations:
190 x 50 mm (7.5" x 2")
200 x 50 mm (7.875" x 2") 
- Weight:
445 g
 
Recommended price:
See pricelists
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	Specifications:
- Damping:
SPV 6-Way
- Adjustments:
Preload, Rebound, SPV Platform Pressure, SPV Volume, Low Speed Compression and High Speed Compression
- Damper shaft:
Steel
- Bushings:
Steel/Teflon
- Package:
Piggy Back
- Configurations:
222 x 70 mm (8.75 x 2.75")
230 x 70 mm (9" x 2.75")
240 x 76 mm (9.5 x 3.0") 
- Weight:
500 g
 
Recommended price:
See pricelists
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	Swinger coil 6-way  240
	€ 485 

	Swinger coil 6-way  230  
	€ 485 

	Swinger coil 6-way 222  
	€ 485 

	 
	 

	Swinger coil 4-way 200
	€ 415 

	Swinger coil 4-way 190
	€ 415 
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	The Glyde R is an advanced shock absorber with full features. The units rebound damping adjustment has an extra-wide range to provide optimum damping in all conditions, and in all applications. The unit is also fully rebuildable making it possible to further tune it by adjusting the valving. Careful design and attention to detail meet aerospace alloys and precision machining and phenomenal performance is the result. The very best in sealing technology make this one tough performer.

	 

	Specifications:
- CNC machined 6061-T6 reducers with o-rings
- Norton tape bushings
- 12-click range rebound damping
- Hard anodized 7075, one-piece, forged aluminum body
- Fully rebuildable
- Weight: 415 g 
 
The Glyde-R is available in the following dimensions:
- 150 x 31 mm
- 165 x 38 mm
- 185 x 47 mm
- 190 x 47 mm
- 200 x 51 mm 
 
Recommended price:
See pricelists
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	The Glyde R-PV is equipped with the new PowerValve® technology. This technology is for the advanced rider who preferrs a pre-set performance setting for all riding conditions. The Glyde R-PV also has externally adjustable rebound, a feature desirable for the end user who understands the basics of suspension tuning and appreciates the ability to fine tune their ride.

	 

	Specifications:
- PowerValve® technology
- Externally adjustable rebound damping
- Hard anodized 7075, one-piece, forged aluminum body
- Multi-circuit damp piston design
- Nitrogen charged internal floating piston
- Adjustable spring pre-load
- Servicable design 
 
The Glyde R-PV is available in the following dimensions:
- 165 x 38 mm
- 190 x 50 mm
- 200 x 50 mm 
 
Recommended price:
See pricelists
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	The Vector R-PV with PowerValve® technology is a new shock in the Vector Big Hit series. This shock with the PowerValve offers great big hit bump performance combined with pedaling efficiency for that much needed out of the corner burst of speed. The Vector R-PV also has externally adjustable rebound damping, a feature desirable for the end user who understands the basics of suspension tuning and appreciates the ability to fine tune their ride.

	 

	Specifications:
- PowerValve® technology
- Externally adjustable rebound damping
- Hard anodized body with remote reservoir (Piggyback style)
- Multi-circuit damp piston design
- Nitrogen charged Internal Floating Piston
- Adjustable spring pre-load
- Serviceable design 
 
The Vector R-PV is available in the following dimensions:
- 165 x 38 mm
- 190 x 50 mm
- 200 x 50 mm 
 
Recommended price:
See pricelists
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	The Vector DH is an exciting new shock from X-Fusion. The Vector DH is a larger design overall that improves the strength and durability of the shock. A much needed attribute for today's downhill and extreme long travel applications.The Vector DH has a similar PowerValveAdj® technology as the Vector RC. This feature is the external adjustment of the PowerValve® system. By adjusting the damp threshold of the PowerValve®, the rider has the ability to fine tune this feature to optimize the performance for specific conditions. This tuning feature is a definite advantage for the competitive rider. The Vector DH also has externally adjustable rebound damping.

	 

	Specifications:
- PowerValveAdj® technology
- Externally adjustable rebound damping
- Larger overall construction with 12mm shock shaft
- Hard anodized body with remote reservoir (Piggyback style)
- Multi-circuit damp piston design
- Nitrogen charged Internal Floating Piston
- Adjustable spring pre-load
- Serviceable design 
 
The Vector DH is available in the following dimensions:
- 190 x 50 mm
- 200 x 50 mm
- 220 x 70 mm
- 230 x 70 mm
- 240 x 76 mm 
 
Recommended price:
See pricelists
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	XF-50-206
	Glyde R
	150mm x 31mm
	€ 158,00 

	XF-50-207
	Glyde R
	165mm x 38mm
	€ 158,00 

	XF-50-208
	Glyde R
	185mm x 47mm
	€ 158,00 

	XF-50-209
	Glyde R
	190mm x 47mm
	€ 158,00 

	XF-50-210
	Glyde R
	200mm x 51mm
	€ 158,00 

	XF-50-216
	Glyde R-PV
	165mm x 38mm
	€ 198,00 

	XF-50-217
	Glyde R-PV
	190mm x 50mm
	€ 198,00 

	XF-50-218
	Glyde R-PV
	200mm x 50mm
	€ 198,00 

	 
	
	
	 

	XF-50-300
	Vector R-PV
	165mm x 38mm
	€ 238,00 

	XF-50-301
	Vector R-PV
	190mm x 50mm
	€ 238,00 

	XF-50-302
	Vector R-PV
	200mm x 50mm
	€ 238,00 

	XF-50-303
	Vector DH
	190mm x 50mm
	€ 178,00 

	XF-50-304
	Vector DH
	200mm x 50mm
	€ 178,00 

	XF-50-305
	Vector DH
	222mm x 70mm
	€ 178,00 

	XF-50-306
	Vector DH
	230mm x 70mm
	€ 178,00 

	XF-50-307
	Vector DH
	240mm x 76mm
	€ 178,00 


